
CTC TRANZ 1132 

• May be installed for temporary or permanent application.

• Meets ADA guidelines.

• Reduces impact damage where tile, wood and stone terminate.

• Is available in Satin Silver, Light/Medium/Dark Bronze, and Matte Black.

Installation Instructions 

• Butt high side against hard surface flooring making it flush or slightly below flooring surface.

• Adhere Tranz to subfloor with construction adhesive.

• May also be mechanically fastened to sub-floor.



CTC TRANZ 38 

 May be installed for temporary or permanent application.

 Meets ADA guidelines.

 Reduces impact damage where tile, wood and stone terminate.

 Is available in Satin Silver, Light/Medium/Dark Bronze, and Matte Black.

Installation Instructions 

 Butt high side against hard surface flooring making it flush or slightly below flooring
surface.

 Adhere Tranz to subfloor with construction adhesive.

 May also be mechanically fastened to sub-floor.



CTC TRANZ 12 

Reducer – 2” REVEAL 

• May be installed for temporary or permanent application.

• Meets ADA guidelines.

• Reduces impact damage where tile, wood, and stone terminate.

Installation Instructions 

• Butt high side against hard surface flooring making it flush or slightly below flooring
surface.

• Adhere tranz to subfloor with construction adhesive.

• May also be mechanically fastened to sub-floor.
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